Video over IP Controller
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Thank you for purchasing this product

For optimum performance and safety, please read these instructions carefully before connecting,
operating or adjusting this product. Please keep this manual for future reference.

Surge protection device recommended

This product contains sensitive electrical components that may be damaged by electrical
spikes, surges, electric shock, lighting strikes, etc. Use of surge protection systems is highly
recommended in order to protect and extend the life of your equipment.
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1.

Infroduction

This Video over IP Controller is used to control and manage SDVoE IP products. It supports
dual 1G network ports, which can realize dual-network isolation of Control network and Multi-
cast video distribution network. The product supports Web GUI/TCP/RS-232/IR/GPIO controls
and POE function. Since the demand of IP products is daily increased in the current market,
the IP Controller will be widely applied in more and more different scenarios.
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3.

. Features

Easy to create project, control and manage the system

HTTPS, SSH security compatible

Built-in Web GUI control interface, supporting Drag & Drop operations

Support image preview

Support video, audio, RS-232, IR, KVM control and management of the distributed
system

Dual network ports (VIDEO LAN port supports POE function) to isolate Controls and
Multicast networks.

Support LAN/RS-232 port control and third-party central control

Support IR signal receiving and loop output (3.5mm audio jack, 12V level)

4 channel GPIO control ports (5V/12V optional level)

Multiple circuits protection, lightning protection and ESD design

Reliable system design, ensuring 7*24 hours reliable and stable work

Package Contents

@ 1x Video over IP Controller

@ 1x 20kHz-60kHz 12V IR Receiver Cable (1.5 meters)
® 1x IR Blaster Cable (1.5 meters)

@ 2x 3-pin 3.81mm Phoenix Connector (Male)

® 1x 6-pin 3.81mm Phoenix Connector (Male)

® 2x Mounting Ears

@ 4x Machine Screws (KM3*6)

1x 12V/1A Locking Power Adaptor

® 1x User Manual
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4. Specifications

Technical

Network Bandwidth

100M/1G

Transmission Distance

100m CAT 5E/6/6A/7

Control Ports

2x 1G LAN [RJ45 connector] [VIDEO LAN support POE]
1x IR IN [3.5mm audio jack, 12V level]

1x IR OUT [3.5mm audio jack]

1x DIGITAL /O [6-pin 3.81mm phoenix connector]

2x RS-232 [3-pin 3.81mm phoenix connector]

1x UPDATE [Micro USB, 5-pin female]

ESD Protection

IEC 61000-4-2:
+8kV (Air-gap discharge) & +4kV (Contact discharge)

Dimensions 204mm (W) x 98.5mm (D) x 21.5 mm (H)
Housing Metal Enclosure

Color Black

Weight 5089

Power Supply 12V/1A

Power Consumption 1.8W (Max.)

Operating Temperature

0°C ~40°C/ 32°F ~ 104°F

Storage Temperature

-20°C ~60°C / -4°F ~ 140°F

Operating Humidity

20% ~ 80% RH (relative humidity, non-condensing)

Storage Humidity

10% ~ 90% RH (relative humidity, non-condensing)

5. Operation Controls and Functions

5.1 Front Panel

(O  POWER STATUS

UPDATE

eser O O
1 1 | — N 1
No. Name Function Description

1 RESET Button

Press and hold this button (about 10 seconds) until STATUS
LED starts flashing, Controller will be reset automatically.

2 | POWER LED

The red LED will light on when the Controller is powered on.

3 | STATUS LED

The status LED will flash in yellowish-green every 1 second
until Controller boots up completely and Control LAN is
ready, then it becomes solid.

4 | UPDATE

Firmware update port.
Note: Must keep no connection on this port when Controller
works in normal mode.
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5.2 Rear Panel

——

=

TX+RX TX+RX 2R 3R+ S IR OUT

=

EF] ) R 5 O O

VIDEO LAN(POE)

GONTROL LAN —1—RS-232 — 2 —

54 bed

No. Name Function Description
1 DC 12V DC 12V/1A power input port.
VIDEO LAN 1G Video LAN port, supporting POE function.
2 P EO Note: When POE is enabled, DC 12V/1A power supply is not
(POE) required.
3 CONTROL The TCP/IP control network port.
LAN
3-pin Phoenix . . . ..
4 Two identical RS-232 serial communication ports.
Connectors
) |4 channel I/O level outputs, 1 channel grounding,
5 | 6-pin Phoenix | 1 channel power supply (supports up to 12V/0.5A) to the
Connector outside.
Used to control I/O level output and VOUT voltage.
6 |IOLEVEL Switch to left: 5V 1/0 level output, VOUT is 5V.
DIP Switch | syitch to right: 12V 1/0 level output, VOUT is 12V.
IR IN 12V IR signal input port.
8 IR OUT IR signal output port.

5.3 IR Pin Definition

IR BLASTER

o

IR BLASTER IR RECEIVER
IR RECEIVER
+ © IR Signal
- 9 Grounding
—9 Power 12V
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6. Rack Mounting Instruction
6.1 6U Rack Mounting

This Controller can be mounted in a standard 6U rack (Please contact your supplier for 6U
rack sale). The mounting steps are as follows:

Step 1: Use included screws to fix two mounting ears on the Controller, as shown in the
figure below:

Step 2: Insert the Controller with mounting ears into a 6U rack (up to 10 units can be installed
vertically), as shown in the figure below:

Y

N

Step 3: Use screws to fix mounting ears on the rack to complete the mounting, as shown in
the figure below:
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6.2 1U Rack Mounting
This Controller also can be mounted in a standard 1U rack (up to 4 units can be installed
horizontally). The mounting steps are as follows:

Step 1: Stack two Controllers on top of each other, then use included screws to fix two 1U
rack panels on the Controllers, as shown in the figure below:

Step 2: Fix two 1U rack panels on another two stacked Controllers in the same way, then
use screws to fix two 1U rack panels together, as shown in the figure below:

Step 3: Fasten screws between two 1U rack panels, so that four Controllers are mounted in
a 1U rack, as shown in the figure below:
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7. Web GUI Operation Guide

7.1 Preparation before Entering the System

You can use Controller’'s Web GUI to control all IP products at the Switch.

The operation steps are as follows.

Step 1: Input the Controller’s default IP address (Control LAN port: 192.168.6.100; Video
LAN port: 169.254.8.100 ) or the URL (http://controller.local) into the Web browser address
bar on the PC to enter the Web GUI login interface.

When logging in for the first time, please select the initial username (admin), input the initial
password (admin), and select the desired language on the above login interface. Then click
“Login” to enter the password modification interface, as shown below.

Please set a six-digit password using letters or numbers, then use the new password to login
the Web GUI.
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For the first time, you need to set up the system, as shown in the following figure:
Welcome to AV over IP system setup guide.lt leads you to create the system easily

by following steps.
You can click the [Close] button to load an existing system in web page directly.

Step 2: Click the “Close” button to load an existing system in web page directly, or click
“Next” button to go to the next step.

To setup AV over IP system, you need to set the IP management mode of the Video LAN
domain. The IP management modes are:

© Automatically managed by Controller Box.

This is the mode as factory default. The IP address assignments to Controller Box Video LAN, Encoders and Decoders will be managed by Controller Box

firmware automatically. In this mode, there is no need to add router in the system on Video LAN domain

(O DHCP mode.

This is the mode for system in which there is a DHCP router on Video LAN domain to assign IP addresses for Controller Box Video LAN, Encoders and

Decoders. The router acts as a DHCP server. It's recommended to set the net mask of router to 266.255.0.0.

(O Static IP mode by manual settings.

This is the mode for system in case IP address resources can be assigned manually for Controller Box Video LAN, Encoders and Decoders. Reminders as
below:
a. The network settings of Controller Box Video LAN, Encoders and Decoders must be on the same subnet.

b. It's recommended to set the net mask of Controller Box Video LAN, Encoders and Decoders to 255.255.0.0.
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On this interface, you need to set the IP mode of Video LAN.
Mode 1: Automatically managed by Controller Box.

The IP addresses of the Video LAN port, Encoders and Decoders are assigned by the
Controller automatically, and the connection method is as following.
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Step 3: Click the “Next” button and wait for the completion to enter the interface as shown in

the figure below.

Now you can select to automatically add all following discovered Encoders and

Decoders to system or just list them in the web page and you can add each of them
to system manually.
Please click the [Search] button to search Encoders and Decoders in the system:

© Automatically add Encoders and Decoders to system.

(O List all discovered Encoders and Decoders
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= If you select “Automatically add Encoders and Decoders to system”, and click the “Next”
button to enter the Device page, the system starts to search for devices. All the connected
devices will be searched and added into the system (presented in the Encoder/Decoder list)

automatically, as shown below.

AVolP Device

Encoder  Decoder
D Name MAC P Firmware Status Up Time RX Link Member
> 1 Encoder 001 BC:DF:FB:00:A9:5F 169.254.10.1 15.012 L ] 00 day,01 hr,13 min o Null

»o2 Encoder 002 6C:DF:FB:00:84:3C 169.254102 15012 ° 00 day,02 hr,23 min 1 Name. )

Device

= If you select “List all discovered Encoders and Decoders”, and click the “Next” button to
enter the Device page, the system starts to search for devices. All the connected devices
will be searched and listed in the Device list. Then an inquiry box will pop up. If selecting
“Yes”, all searched devices will be added into the system directly; If selecting “No”, you
need to manually add them into the system by clicking the “Add” button behind each device

one by one or clicking “Add All Into System”.

Now you can select to automatically add all following discovered Encoders and
Decoders to system or just list them in the web page and you can add each of them
to system manually.

Please click the [Search] button to search Encoders and Decoders in the system:

O Automatically add Encoders and Decoders to system.

@ List all discovered Encoders and Decoders.
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If you want to change the IP mode of Video LAN, you can click “Search Device Via Wizard”
on the Device interface, and switch back to the IP mode select interface.

Mode 2: DHCP mode.

The IP addresses of the Video LAN port, Encoders and Decoders are assigned by the Router
automatically, and the connection method is as following.
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Select “DHCP Mode” on the interface shown below, and click “Next”.

To setup AV over IP system, you need to set the IP management mode of the Video LAN
domain. The IP management modes are:

QO Automatically managed by Controller Box

This sssignments to Controller Box Video LAN, Encoders and Decoders will be managed by Controller Box

e mode as factory defaut. The IP addr

d to add router in the system on Video LAN domain.

firmware automatically. In this mode, there is no

© DHCP mode.

QO static IP mode by manual settings

This is the mode for system in case IP address resources can be assigned manually for Controller Box Video LAN, Encoders and Decoders. Reminders as
below:
a.The network settings of Controller Box Video LAN, Encoders and Decoders must be on the same subnet.

b It's recommended to set the net mask of Controller Box Video LAN, Encoders and Decoders to 255.255.00.

The rest of the steps are the same as the Mode 1 operation.
Mode 3: Static IP mode by manual settings.

The IP addresses of the Video LAN port, Encoders and Decoders are manually set by the
user, and the connection method is as following.
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Select “Static IP mode by manual settings” on the interface shown below, and click “Next”.

To setup AV over IP system, you need to set the IP management mode of the Video LAN
domain. The IP management modes are:

O Automatically managed by Controller Box.

This is the mode as factory default. The IP address assignments to Controller Box Video LAN, Encoders and Decoders will be managed by Controller Box

firmware automatically. In this mode, there is no need to add router in the system on Video LAN domain

(O DHCP mode.

This is the mode for system in which there is a DHCP router on Video LAN domain to assign IP addresses for Controller Box Video LAN, Encoders and

Decoders. The router acts as a DHCP server. It's recommended to set the net mask of router to 255 255.0.0.

© Static IP mode by manual settings.

This is the mode for system in case IP address resources can be assigned manually for Controller Box Video LAN, Encoders and Decoders. Reminders as
below:
a. The network settings of Controller Box Video LAN, Encoders and Decoders must be on the same subnet.

b. It's recommended to set the net mask of Controller Box Video LAN, Encoders and Decoders to 255.255.0.0.

After entering the interface shown in the figure below, manually set the IP address, subnet
mask and gateway of the Video LAN.

Controller Box Video LAN port Network Settings:

IP Address 168 - 264 - B 100
Subnet Mask 255 ¢ 255 © O o
Gateway 169 - 254 - B 1
Reminder:

Once Controller Box Video LAN network is set, the IP addresses of following discovered Encoders and Decoders will be assigned to the same domain with

Controller Box Video LAN. Please click the [Next] button to set the IP address range of Encoders and Decoders.

Note:
It’s strongly recommended to use different IP network domain from Control LAN port.

12741



For example, we set the Video LAN network as shown in the above figure, and click the
“Next” button. After the progress reaches 100%, enter the interface as shown in the figure
below.

Encoders and Decoders IP Addresses Range Settings:

Encoders IP Address From [ 169 254 + 10 1 } To [ 1689 - 254 -+ 92 255 ]

[:] Encoders 55 IP Address From [ [+} 1] 0 1] ] To [ o o o o }
Decoders IP Address From [ 169 254 20 1 } To [ 169 254 22 255 ]

D Decoders 5SS IP Address From [ 4] 0 0 0 ] To [ 0 4] o 0 ]
Reminder:

To easily manage the IP addresses of Encoders and Decoders, it's strongly recommended that you can set the IP addresses of Encoders and Decoders to

different segments correspondingly. For example:

Encoders IP address from 169.254.10.1 to 169.254.12.255

Decoders IP address from 169254 201 to 169.254.22 255

On this interface, you can set the IP address range of Encoders and Decoders.

After the setting is complete, click the “Next” button to enter the interface as shown in the
figure below.

Now you can select to automatically add all following discovered Encoders and
Decoders to system or just list them in the web page and you can add each of them
to system manually.

Please click the [Search] button to search Encoders and Decoders in the system:

@ Automatically add Encoders and Decoders to system.

(O List all discovered Encoders and Decoders.

The rest of the steps are the same as the Mode 1 operation.
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7.2 Functions and Operation
7.2.1 Device

On this page, you can click the Encoder/Decoder tab to check the information of the Encoders
and Decoders in the system, such as ID, name, MAC address, IP address, Firmware version,
Online/Offline Status, Up Time, RX Link, Member/Source. Besides, you can configure each
Encoder/Decoder after clicking the drop-down icon on the left side of ID.

AVolP Device a

I} Encoder  Decoder

D Name MAC P Firmware Status  Up Time RX Link Member

v Encoder 001 6C:DF-FB:00:AQ:EF 169.254.10.1 15012 00 day,01 hr19 min 0 Null

B

Basic Settings

I
o AN
p
\

NNV AN/

ENC Led off

e —
R votage (S )

Encoder Configuration
Basic Settings

(D Name: The name of the Encoder can be changed. (The maximum length is 16 characters.
Special characters are not supported.)

@ Change ID: The ID of the Encoder can be set. (ID range:1-762)

Note: Both ID and name can not be duplicated.

@ ENC Led: The “Show me” function of the Encoder, used to quickly find the corresponding
device. Click the drop-down menu to select the ENC Led status.

Off: The front panel ENC Led is steady on after flash status is turned off.

Flashing: The front panel ENC Led is flashing.

Flashing 90s then off: The front panel ENC Led is steady on after flashing for 90s.

@ IR Voltage: Click the drop-down menu to select the IR voltage.

® CEC Command: Click the “Command” button to pop up the CEC Command window. You
can control the operation of each signal source device connected to the Encoder by pressing
the corresponding buttons or icons. You can simultaneously control multiple signal source
devices after checking “Select All”.

CEC Command
() soer

D ereosoroor [ ereoserooz

4 < >

= v [

] > »

<« n >
|

— o) +
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© Preview: The preview of the Encoder.

AVolP Device

) Encoder  Decoder

[} Name. MAC P Firmware. Status  Up Time RX Link Member

AV Settings

e N P
( ) (
EDID (__ Copy EDID ) Copy EDID 2 )

Audio HOMI

002LRIN

A/V Settings

@ EDID: Click the drop-down menu to select the EDID for the Encoder.

@ Copy EDID: Click the drop-down menu to select a Decoder for EDID copy.

@ Audio: Click the drop-down menu to select the audio source (HDMI/L/R IN).

(1) When HDMI is selected, Encoder HDMI input is the audio source for Encoder HDMI output
and Decoder audio output.

(2) When L/R IN is selected, Encoder/Decoder L/R IN audio is the audio source for Encoder
HDMI output and Decoder audio output.

Ji\"o | o Device
€ k5232 setiings

—_— —_—

RS-232 Command Relay o (_ Off Parity (None )
— —

Baud Rate (15200 ) Data Bits (it )
(e ) N )
——

Stop Bits (1oit
N )

o2 Encoder 002 6C:DF:FB:00:84:3C 169.254.10.2 15012 ° 00 day,02 hr,29 min 1 (Name )l

Device

RS-232 Settings

(D RS-232 Command Relay: Click the drop-down menu to select On/Off to turn on/off the
RS-232 command relay function.

Note: When the RS-232 command relay function is turned on, the Decoder’s locked signal
routing function is disabled.

@ Parity: Click the drop-down menu to set the parity.

@ Baud Rate: Click the drop-down menu to set the baud rate.

@ Data Bits: Click the drop-down menu to set the data bits.

® Stop Bits: Click the drop-down menu to set the stop bits.

After setting, click “Apply” to take effect.

Reboot: Click the Reboot button to reboot the Encoder.

Replace: Click to replace the offline Encoder (which is in the system) with an online Encoder
(which is not in the system).

For example, follow steps below to replace Encoder 001 with a new Encoder.

Step 1. Unplug the network cable of Encoder 001 to make it be offline. (Using external power

supply.)
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Step 2. Connect a new Encoder to the system.

Step 3. Click the Replace button, which is clickable after Encoder 001 is set to be offline.
Then a window will pop up, as shown below. At this moment, click “Scan for Devices” to
search devices. After the new Encoder is searched, select it and click “Replace” to replace
Encoder 001.

Replace Encoder 002 Replace Encoder 002

If you want to replace the encoder with a new device, Please select a device to be used as the replacement.
please ensure only1 default product is connected. If you This process could take up to 1 minute.
want to replace the encoder with a preset up device,

please ensure it is not already part of this system. Replacement( Select a replacement

When ready please press 'Search for Devices'. Select a replacement
Default Device
Search for Devices
ed

Remove: Click the Remove button to remove the Encoder from the system.

Remove All: Click this button to remove all Encoders from the system.

Factory Reset: Click this button to restore the Encoder to factory settings.

Switch to Decoder: Click this button to switch the current Encoder to Decoder mode. The
following prompt window will pop up.

Switch Encoder 001 to Decoder *

Are you sure you want to switch Encoder 001 to a
Decoder.By doing so Encoder 001 will be removed from
the current project and you will need to "scan" to add it

to the project again.

If you select “Yes”, the Encoder will be removed from the current system and you will need
to “scan” to add it to the system again.

AVolIP Device

Encoder  Decoder

<

D Name MAC P Firmware Status Up Time Source
> 1 Decoder 001 B6C:DF:FB:00:36:0D 169.254.20.1 15012 L] 00 day,05 hr,13 min Encoder 002 )
>2 Decoder 002 6C:DFFB:00:84:39 169.254.202 15012 ° 00 day,05 hr,30 min Encoder 002 )
Device
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AVOIP Device

<

Encoder  Decoder

D Name. MAC P Firmware Status Up Time,

Basic Settings

s ~
Name (__pecoder 001 ) Display Mode ((_Fast switeh

Source (_encoder 002 )

Change ID (a /w Preview
DEC Led \ Flashing )

IR Voltage (: Standard 5V

Stretch (ort )

CEC Command

Decoder Configuration
Basic Settings

@ Name: The name of the Decoder can be changed. (Note: The maximum length is 16

characters. Special characters are not supported.)

@ Source: Click the drop-down menu to select signal source for the Decoder.
@ Change ID: The ID of the Decoder can be set. (ID range:1-762)

Note: Both ID and name can not be duplicated.

@ DEC Led: The “Show me” function of the Decoder, used to quickly find the corresponding

device. Click the drop-down menu to select the DEC Led status.
Off: The front panel ENC Led is steady on after flash status is turned off.
Flashing: The front panel ENC Led is flashing.

Flashing 90s then off: The front panel ENC Led is steady on after flashing for 90s.

® IR Voltage: Click the drop-down menu to select the IR voltage.
© Stretch: Click the drop-down menu to turn on/off the stretch function.

@ CEC Command: Click the “Command” button to pop up the CEC Command window. You
can control the operation of each display device connected to the Decoder by pressing the
corresponding buttons or icons. You can simultaneously control multiple display devices after

checking “Select All”.

CEC Command x

Select All

4 < 4

= v e

M > 2]

<« n »
|

- L} +

Display Mode: Click the drop-down menu to select the display mode (Fast Switch/

Genlock).
@ Preview: The preview of the Decoder.
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AVoIP Device

<
Encoder  Decoder

D Name MAC P Firmware Status Up Time Source

ANV Settings

Video Output (on Video Mute ( orr

Output Mode ( Matrix Video Auto On

A

—
Scaling /\ 1920x1080@60Hz ) Show ID 0SD (o )

A/V Settings

® Video Output: Click the drop-down menu to select On/Off to turn on/off the video output.
@ Video Mute: Click the drop-down menu to select On/Off to mute/unmute the video output.
@ Output Mode: Click the drop-down menu to select the output mode (Matrix/Video Wall/
Multiview.

@ Video Auto On: Click the drop-down menu to select On/Off to turn on/off the video auto
on function.

® Scaling: Click the drop-down menu to set the video output scaling resolution.

©® Show ID OSD: Click the drop-down menu to select On/Off to turn on/off the ID OSD
display.

AVolP Device a

Encoder  Decoder

D Name MAC [ Firmware Status Up Time Source

Locked Signal Routing

. —
Video ( Follow Audio (" Follow )
(folow . ) \(folow )

R (i ) RS-232 (N

uss [ )

Locked Signal Routing

Different signals can be independently routed between Encoders and Decoders, including
Video, Audio, IR, RS-232 and USB; When clicking the drop-down menu and selecting
“Follow”, the corresponding signal comes from the current Encoder.

For example, follow steps below to change the video routing of Decoder 001 to be from
Encoder 001.

Step 1. Click the drop-down menu of Video to select “Encoder 001”.

Locked Signal Routing

Video q Encoder 001 )
R Follow

Encoder 001
USB Encoder 002

Step 2. Switch to the Matrix page and you will see a red frame on Decoder 001.

18 /41



AVOIP Matrix
. Matrix = Matrix Preset

®

Encoder Decoder
Preview Decoder 001

No Source

Step 3. Double-click the preview image of Decoder 001 to check the current settings. The
video source has been locked to Encoder 001, while the audio signal still follows Encoder 002,
as shown in the figure above. And you can change the source of IR, RS-232 and USB in the
same way.

p . P — "
e < ~
RS-232 Settings
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D D D G

2 Decoder 002 6C:DF:FB:00:84:39 169.254.20.2 15012 00 day,05 hr,42 min ((Encoder 002 )

Device

Search Device

RS-232 Settings

@ RS-232 Command Relay: Click the drop-down menu to select On/Off to turn on/off the
RS-232 command relay function.

Note: When the RS-232 command relay function is turned on, the Decoder’s locked signal
routing function is disabled.

@ Parity: Click the drop-down menu to set the parity.

@ Baud Rate: Click the drop-down menu to set the baud rate.

@ Data Bits: Click the drop-down menu to set the data bits.

® Stop Bits: Click the drop-down menu to set the stop bits.

After setting, click “Apply” to take effect.

Reboot: Click the Reboot button to reboot the Decoder.

Replace: Click to replace the offline Decoder (which is in the system) with an online Decoder
(which is not in the system). The method to replace Decoders is the same as the Encoder
replacement.

Remove: Click the Remove button to remove the Decoder from the system.

Remove All: Click this button to remove all Decoders from the system.

Factory Reset: Click this button to restore the Decoder to factory settings.

Switch to Encoder: Click this button to switch the current Decoder to Encoder mode. The
following prompt window will pop up.
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Switch Decoder 001 to Encoder X

Are you sure you want to switch Decoder 001 to a
Encoder.By doing so Decoder 001 will be removed from
the current system and you will need to "scan" to add it

to the system again.

If you select “Yes”, the Decoder will be removed from the current system and you will need
to “scan” to add it to the system again.
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<
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((Encoder 002 >

2 Decoder 002 6C:DF:FB:00:84:39 169.254.20.2 15012 ° 00 day,05 hr,42 min

Device

e

Encoder Decoder

Index MAC P Index MAC P

Device

@ Search Device: Click this button to search devices which are not in the system.

@ Search Device Via Wizard: Click this button to switch back to the IP mode select interface
and follow the Wizard to set up the system.

@ Add All Into System: Click this button to add all searched devices into the system, then
the devices will be listed on the Encoder/Decoder list.

7.2.2 Matrix
Matrix Switching
On the Matrix interface, you can switching the matrix correspondence in following five ways.

@ Left-click the Encoder preview and drag it to Decoder, then release the mouse to realize
one-to-one switching.
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